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EXECUTIVE SUMMARY

The Univerdly of Dayton Research Institute (UDRI) is supporting BEeral Awuation
Administration (FAA) research on the structural gntyy requirements for the US commercial
transport aircraftleet. Theprimary objectiveof this research is to supportetiRrAA Airborne
Data Monitoring Systems Research é&ram, RPD-510by developng new and improved
methods and criteria for gressng and presentg large commercial transgaircraft fight and
ground bads usagelata. The sope of activities pedrmed involved (1)defining the serice
related factors wilch affect the operational life of commercial aircraft; (2)igeisg an efficient
softwaresystem to reduce, store, and procesgdaguantities of optical quick access recorder
data; and (3) providopprocesed data in formats that will enable the FAA to reassess existing
certification criteria. Equéy important, thee new data will also enable the FAA, the aircraft
manufacturers, andhe airlines to better wierstam and control those factors whiahfluence he
structural integty of commercial trangpt aircraft. Preented herein are alyages and statistical
summaries of data collected from 3987 flights regnéing 7120 flight hours recded on six
MD-82/83 aircraft dumg typical gperational usage. Thaata include statistical information on
accelerations, speeds, altitudegyhtiduration and distancgross weghts, speed brake/spoiler
cycles, thrust reverser ugs andgust velocities encountered.
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1. INTRODUCTION.

The Federal Aviation Administration (FAA) has initiated an Airborne Data Mong@ystems
Research Fgram to collectprocess, and ewvadte statistical flight loadslata from transport
aircraft used in normal commercialrlame operations. The objectives of this gnam are to
(1) acquire, ealuate, and compatgpical operational in-serge data with prior datasad in the
design ad qualification testig of civil transport aircraft and (2) provide a basis to improve the
structural criteria and methods @désgn, evaluation, and substantiation of futunerft. Since
the inception of the FAA’s Airtrne Data Monitomg Systems Research Program, thepscof
the program has stedyliincreased to include tha collection on additional aircraft, different
aircraft models, and additional operators. RIlhas supported the FAA efts in data aalysis
and processag tasks and regpt preparation. In consultation with aircraft manufactuseand
operators, the Univetyi has enhanced and improved the data proagssipabilities to allow
reducirg, andyzing, and reportig additional aircraft sage and statistical loads data from the
digital flight loads recorders into a form that will fulfill the requests ofdineraft manufacturers,
the airlines, and the FAA. hE reprt presentdata obtained from six MD-82/83 aircrafver
3987 flights and 7120 houdé airline operations for a singlgerator.

2. AIRCRAFT DES@RIPTION.

Table 1 preents cetain operational characteristics of the BP-82/83 aircraf equipped with
optical quick access reamrs. kgure 1 shows front, top, and side veeuof the aircrat and
identifies its major pysical dimensions.

TABLE 1. MD-82/83 ARCRAFT CHARACTERSTICS

Maximum Taxi Weight
Maximum Takeoff Waght
Maximum Landirg Weight
Zero-Fuel Wejht

Fuel Capaay

2 P&W JT8D-217A/C/219 Engine
Wing Span

Wing Reference Area
Wing MAC

Wing Sweep

Length

Height

Tread

Wheel Base

150,500/161,000 Ib
149,000/160,000 Ib
130,000/139,500 Ib
122,000/122,000 Ib
5,840/7,000 U.Sgallons
@ 20,000/21.000 Ibs static thrust each
107.85 ft

1,209.3 ft

11.21 ft

24.5 degrees

147.8 ft

29.6 ft

16.7 ft

72.4 ft




40.2 FT

| : ‘ ]
107.9 FT "

91
20x36 1184
—-Ia.s FT ‘ 1.8 FT (TYPE TID 53x50

’ 875 1155
180
665 20x36 27x60
(TJ:;g21> 53320 53x50 (TYPE IQ {TYPE b

|
QY& YO P
ﬁ%ﬁ{/” ;‘l:r (_ g £ 8! —
@) [}

I-— 16.T FT ~’i T I ! 724 FT —%

136.4 FT

299 FT

I.__

147.8 FT

FIGURE 1. MD-82/83 THREE-WEW DRAWING

3. AIRLINE DATA COLLECTION AND EDITING SYSTEMS.

The airline data collection and editisgstem consists of two major components: (1) th@a da
collection system installed onboard the aircraft ar) the ground da editing station. A
schematic overview of th&/stem isgiven in figure 2. The requiraents for the da acquisition
and processop are defined in reference 1. The collection and eglisystems are discussed
below.

3.1 DATA COLLECTION SYSTEM.

The onboardlata collectiorsystem consists of a Digital Flight Data Acquisition Unit (DFDAU),
a Digital Flight Data Rewrder (DFDR), and an Optical Quick Access Reeor(OQAR). The
DFDAU collects sensotignals and sends parallel datgrsls to both the DFDR and the ORA
The OQAR is ppgrammed to start recordj once certain dataghals are dected. e OQAR

is equipped with an optical disk which can stopeta 200 hours of flight datg wherea the
DFDR uses a2hour looptape. fie optical disk is periodichl removed from the OQAR and
forwarded to the groungrocessng station.
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FIGURE 2. AIRLINE RECORDNG AND EDITING SYSTEM

3.2 DATA EDITING SYSTEM.

The airlire grounddata edithg station consists of a Pentium computemagieto-opticd (MO)
disk drive, and fight data editig software. The sbtivare performs a number of functions during
the process ofransferring the raw ifjht data into DOS filedrmat onto hard disk. The most
important of these functions includes a datagmntg check and removal ofifht sensitive
information. Data considered sensitere those which cape used to readilydentify a specific
flight. The desensitized data are forwarded to the Uniyeasi Dayton Researchnstitute
(UDRI) for flight loads processing and &ss. Table Zresents the recded déa parameters
providedby the airline to UIRI.

4. UNIVERSITY OF DAYTON RESEARCHNSTITUTE DATA PROCESING.

The data parameters of table 2 previdedby the arline to UDRI for each recorded flight. he
data are provided on maeto-optical disks containgnbinay files for multiple flights for
different airplanes. HAese dta are processely UDRI to extract the parameters required for
statistical flight loads presation. This section desbas the redction of the data and the
derivation of regired parameters.



TABLE 2. RECORDED PARAMETERS PRONED TO UDRI

Paraneter Sanple Rate
Normal Accelegtion 8 pe seond
Lateral Acoderation 4 pe semnd
Longitudinal Acceleration 4 pe seond
Ail eron PRosition 1 pe seond
Elevator Position 1 pe seond
Rudder sition 2 pe seond
Pitch Trim Position 1 pe seond
Flap Position 1 per2 seconds
Spoiler Deflection 2 pa seond
EPR #1 1 pa seond
EPR #2 1 pa seond
Thrust Reversr Status 1 per2 seconds
Squat Svitch (nosegear stats) 1 per2 seconds
GearStatus 1 per2 seconds
Calibrated Airspeed 1 pe seond
Mach Number 1 per2 seconds
Pressurdltitude 1 pe seond
Gross Weight Adjusted for fuel burn rate
Bark Angle 2 pa seond
Pitch Angle 2 pa seond
Magnetic Healing 1 pe seond
Tota Air Temperatire 1 per2 seconds
Radio Altitude (hot available onall 1 pea seond
airplanes)

4.1 DATA REDUCTON.

Each file providedy the airline contains multiple ghts for eachairplane. These fikarefirst
separged into individual flght files and subsequéntinto individual time histoy files for each
flight. The time histoy files are compressed and stored on thmesa30 MB mageto-optical
disks for later recalby the fight loads pocessing software.

Data editig and verification are performed on the data as the time histories agepoepared.
Messages alert the user when obviguesraneous data aremoveal and/or when gestionable
data are rmained but need to bmanualy reviewed pror to their acceptace. Table 3 lists the
limits against which the data are compared.



TABLE 3. PARAMETER EDTING VALUES

Item Condition Min Max
1. | Gross Waght At startup 75,000 Ibs| 160,000 Ibs
2. | Pressurdltitude (Hp) At all times -2,000 ft 45,000 ft
3. | Calibrated Airspeed At all times durimg fli ght operations 45kts 420kts
4. | Normal Accelegtion At startup ad shutdown in fli ght -29 +4 g
5. | Lateral Acceleration At all times +0.5¢ +0.5¢
6. | Longitudinal Acceleration | At all times +1.09 +1.0g
7. | Flap Handle Position At all times -1° 45°
8. | Elevator Position At all times +25° +25°
9. | Aileron Rosition At all times +15° +15°
10. | Rudder ®sition At all times +18° +18°
11 | Trim Position At all times -15° 25°
12. | Spoiler Deflection At all times -1° 60°
13 | EPR 1and 2 At all times 0.6° 2.5
14. | Thrust Reverser Bsition Stowed at starard shutdown 0 1
15. | Autopilot Staus Off or on 0 1
16. | Landing Gear Position Down at startp ard shutdown 0 1
Up within 10 seondsafter tekeoff
Down within 10 minutes bedre landing
17. | Pitch Attitude At all times -20° +30°
18. | Bark Attitude At all times +60° +60°
19. | Mach Number At all times 0 1

Impottant characteristics about each set ajhils received from the airline are oeded in a
relational database. Airline identifier, aircraft tail number, and disk identifier of the disk
receved from the airline are in the dataEach fight is asgyned a unige flight sequence
number. The fght sequece number asgned to the first fght of theset and the numbeof
flights in the set are also entered. Also recorded is the disk identifier bf@hdisk, which
contains the compressed time higtbles of all flights in the set.

4.2 RECORDED PARAMETERS.

Not all parameters listed in table 2 are used tatigical anbysis and data preseion. Tablet

lists the parameters used in the data reduction and for which timeyHitte are creatednd

compressed on the magneto-optical disk. s€hparameter are sed by the summarization
software for statistical ahysis anddata presentation.



TABLE 4. RECORDED PARAMETERS USEIN DATA REDUCTION

Flight Parameter Sanple Rate
Gross Weight From flight log, and

adjusted during

fli ght for fuel burn
Fuel Quantity From flight log, and

adjusted during

fli ght for fuel burn
Pressurd\ltitude 1 pa seond
Calibrated Airspeed 1 pe seond
Normal Accelegtion (n,) 8 pe seond
Lateral Acoeleration (ny) 4 pe seond
Longitudinal Accderation (n,) 4 pe seond
Flap Position 1 per2 seconds
Spoiler Deflection 2 pe seond
Thrust Reversr Status Discrete
Squat Svitch (nosegear) Discrete
Landing Gear Status Discrete
Pitch Angle 2 pe seond
Bark Angle 2 pa seond
Mach Nunber 1 per2 seconds
Magnetic Healing 1 pe seond

4.3 COMPUTED PARAMETERS.

Derived gust veloty, Uge, and continuousgust intendly, U, are important statistical load
parameters which arderived from measured normal absmtions. This derivationfagust
velocity, Uge, and continuougust intendly, U, from measured earmal accelerations requires
knowledge of atmospheric detysiequivdent airspeed, andynamicpressure. Thesealues are
calculated usig equations that express the rate of change of tiyeasia function & altitude
based on thinternational Standard Atmosphere.

4.3.1 Atmospheric Dernsi

For altitudes below 36,089 feet, thensty p is expressed as a function of altitude by
p=p,(1-6.876x107° x H, ) ***° "

whete po is air dendy at sedevel (0.0023769 abs/ft) andH, is pressure altitude (ft). Pressure
altitude is a recorded parameter.



4.3.2 Equivalent Airspeed.

Equivalent airspeed/f) is a function of true airspeedl«) and the square root of the ratio of air
density at altitudeq) to air density at sea levelg)

v, =V, [ 7
Po

True airspeed is derived from Mach numbd) &nd speed of sound)(as
V; = Ma (3)

Mach number is a dimensionless, recorded parameter. The speed ofa&oisna function of
pressure altitudeH;;) and the speed of sound at sea level and is

a=2,/(1-6.876x10° xH )

(4)
Substituting equations 1 and 4 into equation 2 gives
V, =M xa,x(1-6.876x10° xH , )*°x(1-6.876%x10° xH , )*** (5)
and
2.626
V, =M xa, ><(1—6.876><1O‘6><Hp) (6)
where the speed of sound at sea leyé 1116.4 fps or 661.5 knots.
4.3.3 Dynamic Pressure (q).
The dynamic pressure)(is calculated from the air density and velocity
1.,
==pV 7
q=-p (1)
where
p = air density at altitude (slugsiyt
V = true airspeed (ft/sec)

4.3.4 Derived Gust VelocityJye).

The derived gust velocity)qe, is computed from the peak values of gust incremental normal
acceleration as
An
U,=—== 8
de C ( )
where An, is gust peak incremental normal acceleration @nis the aircraft response factor

considering the plunge-only degree of freedom and is calculated from



PoVeCy, S

C= K 9
Ko 9)
where
po = 0.002377 slug/f; standard sea level air density
Ve = equivalent airspeed (ft/sec)
C,, = aircraft lift-curve slope per radian
S = wing reference area {jt
W = gross weight (Ibs)
_0.88u _ .
Kg = = gust alleviation factor
53+u
B 2W
H = —
pgcC, S
p = air density, slug/ft at pressure altitudéip), from equation 1
g = 32.17 ft/set
C = wing mean geometric chord (ft)

In this program, the lift-curve slop€;, , is the untrimmed flexible lift-curve slope for the entire

airplane. For the flaps retracted conditions, the lift-curve slope is given as a function of Mach
number and altitude; for flaps extended, the lift-curve slope is a function of flap deflection and
calibrated airspeed (CAS).

4.3.5 Continuous Gust Intensity 4).

Power spectral density (PSD) functions provide a turbulence description in terms of the
probability distribution of the root-mean-square (rms) gust velocities. The root-mean-square
gust velocitiesU, , are computed from the peak gust value of normal acceleration using the
power spectral density technique as described in reference 2. The procedure is

An
U, =—= 10
=5 (10)
where An, = gust peak incremental normal acceleration
A = aircraft PSD gust response facto&MF(PSD) in 1 (11)
2w ft/sec
po = 0.002377 slugff standard sea level air density
Ve = equivalent airspeed (ft/sec)
C,, = aircraft lift-curve slope per radian
S = wing reference area {jt
W = gross weight (Ibs)



F(PD)=—"—% 53— , dimensionless 12
(PD) Jr BLB V110+u (12)
C = wing mean geometric chord (ft)
L = turbulence scale ihgth, 2500 ft
U= pggTV\iaS dimensionless (13)
p = air densly (slugs/ft))
g = 32.17 ft/set

To determine the number of occurrenddsfbr U, calcuate

46
No (0 Cc O

_ No(0)er _ 1T EIQIJD , dimensionless (14)

No(o) 20300, [

where T, p, po, andu are defined above. Then eddh peak is counted a¥ counts at that),
value. This number of counts is used to determine the number of counts per nautigahmile (

counts N
or =5 : — (15)
nm istancdlownin countirg intervd

Finaly, the number of such counts is summed from the largest plus or minus value togvard t
smallest to produce the cumulative counts per nautical mile.

4.4 DATA REDUCTON CRITERIA.

To process the measured data into statistiggtitflioads format, specd data reduction criteria
were established for eaphrameter. Tese criteria are discsed in this section.

4.4.1 Phases of ifght.

Each fight was divided into nine pbad] four ground jpases (tai out, takeoff roll, landing roll
with and without thruisreverser, and ta in), and five airlorne phases (dearture, climb, cruise,
descent, and approach).igre 3 shows thee nine phees of atypical flight. The phases of
flight were not defied by he airline but had tke determined from the tta Table 5 lists the
conditions for determining the stangi times for eachimse It should be noted than airbone
phase can occur several times peghti because it is determindyy the rate of climb amthe
position of the flaps. When this occurs, thght loads data are combohand presented in a
single fight phase. Re UDRI software creates aldi which chronalgicaly lists the phases of
flight and their correspondingasting times.
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FIGURE 3. DESCRIPTION OF PHASES OF FLIGHT

TABLE 5. PHASE OF FLIGHT STARTING CRITERIA

Phase of Flight| Conditions at Start of Phase

Taxi Out Initial condition

Takeoff Roll Computed airspeed > 45 knots gr 0.15 g

Departure Time at liftoff; flaps extended

Climb Flaps retracted; rate of clin250 ft/min. for at least 1 minute

Cruise Flaps retracted; rate of clin®h250 ft/min. for at least 1 minute

Descent Flaps retracted; rate gf-250 ft/min. for at least 1minute

Approach Flaps extended; rate f250 ft/min. for at least 1 minute

Landing Roll Touchdown

Taxi In Magnetic heading change greater than 13.5 degrees after touchdqwn

The criteria for the start of the takeoff roll is defined as the earlier of (1) the time that the
computed speed exceeds 45 knots or (2) the time that the longitudinal acceleration exceeds 0.15

g prior to liftoff.

The criteria for the start of taxi in is defined as the time when the aircraft turns off the active
runway. The method for detecting turnoff is to monitor the magnetic heading change for a
change greater than 13.5 degrees from the landing magnetic heading. The time when the
heading starts to change in the turnoff direction is then identified as the start of the turn or the
beginning of the taxi in phase. This method can fail to detect a shallow turnoff onto a parallel

taxiway. In this case an average landing roll of 32 seconds duration is assumed and the turnoff is
marked as 32 seconds after touchdown.

The criteria for determining the pitch angle at takeoff has been defined as the angle occurring
just prior to the airplane becoming airborne.

10



4.4.2 Flight Distance.

The flight distance can be obtained either by determining the stage length of the flight or by
integrating the range with respect to changes in aircraft velocity as a function of time.

The stage length is defined as the distance from departure airport to destination airport and is
determined as the great circle distance in nautical miles between the point of liftoff (departure)
and the point of touchdown (destination). Appendix B describes the calculation of great circle
distance. The time histories of longitude and latitude are matched against the UDRI generated
phase of flight file to determine the geographical location of the aircraft at the point of liftoff and
the point of touchdown.

The integrated flight distand® is obtained by the numerical integration from the time at liftoff
(to) to the time of touchdown, andV is the average velocity durirj.

th
D=3% AtV (16)
[

4.4.3 Sign Convention.

Acceleration data are recorded in three directions: noaydhteral §), and longitudinalX). As
shown in figure 4, the positivedirection is up; the positivedirection is airplane starboard; and
the positivex direction is forward.

z
Up
4 y Starboard
« /
Forward AN Parallel to Fuselage
< \w

/ Reference Line

FIGURE 4. SIGN CONVENTION FOR AIRPLANE ACCELERATIONS

4.4.4 Peak-Valley Selection.

The peak-between-means method presented in reference 2 was used to select the peaks and
valleys in the acceleration data. This method is consistent with past practices and pertains to all

accelerationsrg, ny, An;, An, A”zgust)- Figure 5 depicts an example of the peak-between-mean

criteria. This method counts upward events as positive and downward events as negative. Only
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one peak or one valley is counted between two successive crossings of the mean. A threshold
zone is used in the data reduction to ignore irrelevant loads variations around the mean. For the
normal accelerationg\n,, An, o and An, , the threshold zone i20.05 g; for lateral

accelerationny, the threshold zone i20.005 g; and for longitudinal accelerationg the
threshold zone i£0.0025 g.

€@ CLASSIFIED PEAK

O ‘“MEAN CROSSING"
(© CLASSIFIED VALLEY

- — ﬁ>—-} Deadbamnl

w \/\/ Threshold Zone

FIGURE 5. THE PEAK-BETWEEN-MEANS CLASSIFICATION CRITERIA

A peak is generated only when the acceleration data cross into or through the deadband. Two
situations must be considered: the position of the current acceleration value relative to the
deadband and the position of the previous acceleration value relative to the deadband. In the
peak-between-means counting algorithm, the previous acceleration value is that value in a
consecutive set of values all of which lie either above the deadband or below the deadband. The
previous value is established as a peak when the current value has crossed into or through the
deadband. Figures 6a and 6b demonstrate the concept of current and previous acceleration
values. In figure 6a the current acceleration value passes into the deadband, whereas in figure 6b
the current value passes through the deadband.

Current

/7‘ Acceleration
Previous
Acceleration

Value
/ *\Value /

* *. /

Deadband

% Current
Acceleration
Value

Deadband

FIGURE 6a. CURRENT ACCELERATION VALUE
PASSES INTO DEADBAND
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FIGURE 6b. CURRENT ACCELERATION VALUE
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Italicized text in table 6 summarizes the action(s) taken when the various possibilities occur.
Note that when a previous acceleration value is retained as a potential peak, its coincident time is
also retained.

TABLE 6. PEAK CLASSIFICATION CRITERIA

Previous Acceleration

Value Relative to Current Acceleration Value Relative to Deadband
Deadband Below Within Above
Current acceleration passgsCurrent acceleration Current acceleration is or]
through deadband. passes into deadband. | same side of deadband &s
Above Previous value classified asPrevious value classified | previous.
Previous value is a positive peak. as a positive peak. If current > previous
potential positive peak | Current value retained as & Acceleration value value, retain current valu¢
potential negative peak. | flagged as being in as potential positive peak
deadband and release previous.
Within Current acceleration pass€s Current acceleration
At start of processing, or| downward out of deadband. passes upward out of
a peak was established | Current value is retained ap No Action deadband.
but current acceleration | a potential negative peak. Required Current value retained ag
value has not since gone potential positive peak.
outside of deadband
Current acceleration is on | Current acceleration Current acceleration
same side of deadband as| passes into deadband. | passes through deadbangl.
Below previous. Previous value is Previous value is
Previous value is If current value < previous| established as a negative classified as a negative
potential negative peak | value, retain current value | peak. peak.
as potential negative peak| Acceleration value Current value retained ag
and release previous valug.flagged as being in potential positive peak.
deadband

4.4.5 Separation of Maneuver and Gust Load Factors.

The recorded normal acceleratiog) (values included the 1 g flight condition. The 1 g condition
was removed from each, reading which was then recorded &s,. In order to avoid the
inclusion of peaks and valleys associated with nonsignificant small load variations, a threshold
zone of An, = +0.05 g was established. An algorithm was then developed to extract the
acceleration peaks and valleys.

For each flight the maximum and minimum total accelerations were determined from just after
liftoff to just before touchdown. For the five in-flight phases, Aimg cumulative occurrences

were determined as cumulative counts per nautical mile and cumulative counts per 1000 hours
using the peak-between-means counting method of reference 2 explained in section 4.4.4.

The incremental acceleration measured at the center of gravity (c.g.) of the aircraft may be the
result of either maneuvers or gusts or a combination of both. In order to derive gust statistics, the
maneuver induced acceleration is separated from the total acceleration history. Most maneuver
induced loads are associated with turning maneuvers.
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The increment due to a turning maneuv&my is determined using the bank angle method
discussed in reference 2 to calculate the maneuver accelejsa;nin(a)nnas

An, = (sech-1) (a7)
where¢ is the bank angle. The remaining peaks and valleys are assumed to be gust induced,
where gust normal accelerationrggust) is calculated as

An, =An,-An

Zgust

(18)

Zman

This approach does not separate the pitching maneuvers induced by pilot control inputs. In
reference 2, J.B. de Jonge suggests that accelerations resulting from pitch maneuvers induced by
pilot input to counteract turbulence can be considered as part of the aircraft system response to
the turbulence. Accelerations that are induced by the pitch maneuver at the specific points of
rotation and flare during takeoff and climb and approach and touchdown have not been removed
during this initial data reduction effort. Since turbulence is a more dominant loading input on
commercial aircraft than maneuvers, correcting for pitch maneuvers at a later time will not
substantially alter the statistics presented herein.

Once calculated, the measurementArgf An, o andAn, are maintained as three unique data
streams. TheAnZgust and An, ~ data are plotted as cumulative occurrences of a given

acceleration fraction per nautical mile and per 1000 flight hours. Separate plots are provided for
each phase of flight and all phases combined. Afefraction is the recorded incremental
normal load factor (airplane limit load factor minus 1.0 g). As a result of the threshold zone,

only accelerations greater tha.05 g (measured from a 1.0 g base) are counted for data
presentation.

4.4.6 Flap Detents.

When flaps are extended, the effective deflection is considered to be that of the applicable detent,
as indicated in table 7. The flap deflection ranges and placard speeds reflect the flap design
placards.

TABLE 7. FLAP DETENTS (MD-82/83)

Flap Minimum Maximum | Design Placarg
Detent | Flap Setting| Flap Setting| Speed (KIAS)
1 >0.1 <1 280/280
13 >1 <13 280/280
20 >13 <20 240/240
25 > 20 <25 220/220
30 > 25 <30 200/205
40 > 30 <40 195/200
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5. DATA PRESENTATON.

Table 8 lists the statistical data presgion formats for with data was processed andluded
in appendix A of this report.

Figures A-1 throgh A-78 present the processed daltawill be noted that the data presented in
these ffgures are not alwaysased on an identical number afgfits. Dumg data redction it
was found that the acceleration measurements in ceigltsflxhibited random errgrand were
unreliable. When this occurred, thosrgtits were eliminated from the statistical data foy a
parameters assotél, diredty or indirecty, with the unreliable acceleration measurements. As
a result, not all figres arebased on data from identical numbers oghts, hours, or nautical
miles.

5.1 ARCRAFT OPERATONAL USAGE DATA.

The aircraft usage data includeght profile statistics such as weights, altitudes, speeds, and
flight distance inbrmation. This information is useful in the derivationtygical flight profiles

and in defining ground-air-grouncicles br structural durabity, damage tolerance alyses,
future deggn criteria, and for use in the dysis of airline @eratng economics. Aircraft usage
data are prented in fgures A-1 thragh A-10.

5.1.1 Weight Data.

Statistical data on operational taklegross weghts, landing gross wghts, and diel waghts are
presented in this section. T™eewaghts are alsoarelaed to flight distance. The cumulative
probabilities of takeoffgross weght, takeoff fuel weght, and landig weight are presented in
figures A-1 thraigh A-3 respectig. The correlation betweeruél waght at takeff and the
flight distance is presented irgdre A-4. A similar correlation for takeoffross weght and
flight distance is shown indure A-5. The flight distances inijures A-4 ad A-5 are baed on
the great pcle distance between plrture and arrival points. idgure A-6 provides the
corrdation betweenhe takeoff gross wght and e landhg gross weght. The correlation
shows that for most flights with light tas® weights (ess than 110,000 pounds) the lzgdi
weight is within 10,000 pounds of thek&ff waght. For themedium takeoff waghts from
100,000-130,000 pounds, the landingigi®s are from 10,000-20,000 pounbslow takeff
weight. For theheary weight t&keoffs from 130,000-150,000 pounds, the lagdiveghts are
from 20,000-30,000 pounds below thkdaff weight.

5.1.2 Altitude Data.

Measured operational altitudes and their correlation ghtflilistance and maximum speed are
presented. ilgure A-7 shows the cor@&ion between the maximum altitude attained ightliand
the flight distance flown in percent of flights. THata show that over halff @ll flights are
flown at a maimum altitude between 30,000 and 35,000 feet. Also, regardidbght lengths
most flights are flown in this same altitude bandr fiight lengths greater than 250 miles over
70 percenbf the flights are flown between 30,000 and 40,000 feet altitlidss than 1 percent
of flights are flown above 40,000 feet.
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TABLE 8. STATISTICAL DATA FORMATS

Data Description Figure
AIRCRAFT USAGE DATA

WEIGHT DATA

Cumulative Probability of Takeoff Gross Weight A-1

Cumulative Probability of Takeoff Fuel Weight A-2

Cumulative Probability of Landing Gross Weight A-3

Correlation of Takeoff Fuel Weight and Flight Distance, Percent of Flights A-4

Correlation of Takeoff Gross Weight and Flight Distance, Percent of Flights A-f

Correlation of Gross Weight at Liftoff and Touchdown, Percent of Flights A-6

ALTITUDE DATA

Correlation of Maximum Altitude and Flight Distance, Percent of Flights A-7

Percent of Total Distance in Altitude Bands A-8

FLIGHT DISTANCES

Cumulative Probability of Great Circle Flight Distance A-9

Cumulative Probability of Integrated Flight Distance A-10
GROUND LOADS DATA

LATERAL LOAD FACTOR, n,

Cumulative Frequency of Maximum Side Load Factor During Ground Turns A-11

LONGITUDINAL LOAD FACTOR, n,

Cumulative Frequency of Longitudinal Load Factor During Ground Taxi A-1P

Cumulative Frequency of Longitudinal Load Factor During Landing Roll A-13

Cumulative Probability of Maximum Longitudinal Load Factor During Takeoff A-14

Cumulative Probability of Minimum Longitudinal Load Factor During Landing A-15

VERTICAL LOAD FACTOR, n,

Cumulative Frequency of Incremental Vertical Load Factor During Taxi Operations A-16

Cumulative Frequency of Incremental Vertical Load Factor During Takeoff Roll A-1J7

Cumulative Frequency of Incremental Vertical Load Factor During Landing Roll A-18

Cumulative Probability of Minimum and Maximum Incremental Vertical Load Factor at TouchdownAsi®

Spoiler Deployment

Coincident Incremental Vertical Load Factor and Touchdown Gross Weight A-20

AIRSPEED DATA

Cumulative Probability of Airspeed at Liftoff A-21

Cumulative Probability of Airspeed at Touchdown A-22

FLARE DATA

Cumulative Probability of Airspeed at Flare A-23

PITCH/ROTATION DATA

Cumulative Probability of Pitch Angle at Liftoff and Touchdown A-24

Cumulative Probability of Maximum Pitch Rate at Liftoff and Nose Gear Touchdown A-45

Cumulative Probability of Pitch Angle at Touchdown Peak Vertical Load Factor A-46
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TABLE 8. STATISTICAL DATA FORMATS (Continued)

Data Description Figure
FLIGHT LOADS DATA
GUST LOADS DATA
Cumulative Occurrences of Vertical Gust Load Factor per 1000 Hours by Flight Phase A27
Cumulative Occurrences of Incremental Vertical Gust Load Factor per 1000 Hours, Combined Flight28
Phases
Cumulative Occurrences of Vertical Gust Load Factor per Nautical Mile by Flight Phase A{29
Cumulative Occurrences of Incremental Vertical Gust Load Factor per Nautical Mile, Combined Hligh80
Phases
Cumulative Occurrences of Derived Gust Velogigy Nautical Mile, < 500 Feet A-31
Cumulative Occurrences of Derived Gust Velogigr Nautical Mile, 500-1,500 Feet A-32
Cumulative Occurrences of Derived Gust Velogigr Nautical Mile, 1,500-4,500 Feet A-33
Cumulative Occurrences of Derived Gust Velogigr Nautical Mile, 4,500-9,500 Feet A-34
Cumulative Occurrences of Derived Gust Velogigy Nautical Mile, 9,500-19,500 Feet A-35
Cumulative Occurrences of Derived Gust Velogigr Nautical Mile, 19,500-29,500 Feet A-36
Cumulative Occurrences of Derived Gust Velocity per Nautical Mile, 29,500-39,500 Feet A{37
Cumulative Occurrences of Derived Gust Velocity per Nautical Mile, Flaps Extended A-B8
Cumulative Occurrences of Derived Gust Velocity per Nautical Mile, Flaps Retracted A9
Cumulative Occurrences of Continuous Gust Intensity per Nautical Mile, Flaps Extended A0
Cumulative Occurrences of Continuous Gust Intensity per Nautical Mile, Flaps Retracted A41
MANEUVER LOADS DATA
Cumulative Occurrences of Incremental Maneuver Load Factor per 1000 Hours During Departure By42
Altitude
Cumulative Occurrences of Incremental Maneuver Load Factor per 1000 Hours During Climb by | A-43
Altitude
Cumulative Occurrences of Incremental Maneuver Load Factor per 1000 Hours During Cruise by| A-44
Altitude
Cumulative Occurrences of Maneuver Load Factor per 1000 Hours During Descent by Altitude A-45
Cumulative Occurrences of Maneuver Load Factor per 1000 Hours During Approach by Altitude A-46
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile During Departure by Altitude Al47
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile During Climb by Altitude A-§8
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile During Cruise by Altitude A{49
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile During Descent by Altitude A}50
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile During Approach by Altitude Al51
Cumulative Occurrences of Maneuver Load Factor per 1000 Hours by Flight Phase A-52
Cumulative Occurrences of Maneuver Load Factor per 1000 Hours, Combined Flight Phases A\-53
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile by Flight Phase Al54
Cumulative Occurrences of Maneuver Load Factor per Nautical Mile, Combined Flight Phases A-55
COMBINED MANEUVER AND GUST LOADS DATA
Cumulative Occurrences of Combined Maneuver and Gust Vertical Load Factor per 1000 Hours byA-56
Flight Phase
Cumulative Occurrences of Vertical Load Factor per 1000 Hours, Combined Flight Phases A-57
Cumulative Occurrences of Vertical Load Factor per Nautical Mile by Flight Phase A-b8
Cumulative Occurrences of Vertical Load Factor per Nautical Mile, Combined Flight Phases AH59
Cumulative Occurrences of Lateral Load Factor per 1000 Hours, Combined Flight Phases \-60
Coincident Maneuvers Load Factor and Speed Versus V-n Diagram for Flaps Retracted A-61
Coincident Maneuvers Load Factor and Speed Versus V-n Diagram for Flaps Extended A-62
Coincident Gust Load Factor and Speed Versus V-n Diagram for Flaps Retracted A-63
Coincident Gust Load Factor and Speed Versus V-n Diagram for Flaps Extended A-64
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TABLE 8. STATISTICAL DATA FORMATS (Continued)

Data Descrigion Figure
MISCELLANEOUS OPERAIONAL DATA

FLAP USAGE DATA

Cumudative Probabilty of Maximum Airspeedn Flap DetentDuring Depatture A-65

Cumudative Probabilty of Maximum Airspeedn Flap DetentDuring Approach A-66

Percenof Timein Flap Detent During Departure A-67

Percenpf Timein Flap Detent During Approach A-68

Cumudative Probability of Maximum Dyramic Pressuein Flap Daent During Depature A-69

Cumudative Probabilty of Maximum Dyramic Pressue in Flap Ddaent During Approach A-70

SPEB BRAKE/FLIGHT SPOILER DATA

Cumudative Probability of Maximum Speed Durin§peed Brake Dejpyment A-71

Cumulative Frequeny of Speed at Speel Brake Deployment A-72

Cumudative Frequeng of Altitude atSpeed Brake Deployment A-73

Cumuative Probabilty of Maximum Depoyment Ande During SpeedBrake DeploymentiHaps A-74

Retracied

THRUST REVERSER DATA

Cumudative Probability of Time Wih Thrud Reversers Depyed A-75
LANDING GEAR EXTENSON/RETRACTION DATA

Cumudative Probability of Time Wih Landing Gear Evended After Liftoff A-76

Cumulative Probability  Time With Landing Gea Extended Pria to Touchdown A-77

Cumudative Probabilty of Maximum Airspeed Wh Ger Extended A-78

Figure A-8 preents the percent of totalight distance spent in various altitude bands as a
function of flight distmce. The flight distances imgure A-7 reflect the stagerigths, whereas
the flight distances in fige A-8 are based omé numerical integration apgach mentioned in
paragraph 4.4.2. The combined informationigufes A-7 and A-8 provide a comprehensive
picture of the fight profile distribution.

5.1.3 Flight Distance Da.

Flight distance statistics useful in the generationighflprofiles weralerived and are psented
here. The cumulative probalpliof flight distances flown is pregex in figures A-9 and A-10.
The great circle distee reflects the ground distanbetween two points as obtained from the
great circle distance kailation but does not newasily reflect the actual distaacflown.
Deviation from direct flght between departure and arrival points resgltnom traffic control
requirements will increase the actual distance fldynsome unknown amount. To a much
lesser extent, the climb and descent distances afdlgliarger than the levelifiht distance.
Head or tail winds also are unknown contributors. The integrated distance accounitshfor s
variables. Theifure provides a graphical presentation of the differences in flight distance
obtainedby the two appoaches.

5.2 GROUNDLOADS DATA.

The ground loads data inde frequacy and probabity information on vertical, lateral, and
longitudinal accelerations, speeds, and pitch rotation associated with takeoffiglaadd
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ground operations. These data are of primary importance to landing gear and landing gear
backup structure and to a lesser extent to the wing, fuselage, and empennage.

5.2.1 Lateral Load Factor Data.

Lateral load factor statistics resulting from ground turning during taxi were derived and are
presented. Figure A-11 shows the cumulative frequency of maximum side load factor during
ground turns. The information is presented for pre- and postflight taxi, as well as, left and right
turns. The turning load factors during taxi in are shown to be more severe than those
experienced during turning while taxiing out. This is likely the result of higher taxi in speeds.

There is no significant difference between the number of left and right turns.

5.2.2 Longitudinal Load Factor Data.

Longitudinal load factor statistics were derived for all phases of ground operation, including pre-
and postflight taxi, and takeoff and landing roll. Figures A-12 and A-13 present the cumulative
frequency of longitudinal load factor during ground operations. Figure A-12 shows the data for
pre- and postflight taxi. The higher number of occurrences of negative longitudinal load factor
less than -0.15 g during the taxi in phase are possibly due to braking action occurring at the
higher taxi in speeds. Figure A-13 shows the landing rollout with and without thrust reverser
deployment. Figures A-14 and A-15 present the cumulative probability of the maximum
longitudinal load factor measured during the takeoff and landing rolls respectively.

5.2.3 Vertical Load Factor Data.

Vertical load factor statistics during all phases of ground operation with and without thrust
reverser were derived and are presented. Figure A-16 presents the cumulative frequency of
incremental vertical load factor during pre- and postflight taxi. There is no significant difference
between the occurrences for the taxi in and taxi out phases. Figure A-17 presents the cumulative
frequency of incremental vertical load factor during the takeoff roll, while figure A-18 presents
the cumulative frequency of incremental vertical load factor during the landing roll for operation
with and without thrust reverser. As can be seen, there is little difference in the frequency of
vertical load factor occurrences resulting from taxi, takeoff roll, and landing roll except for
positive occurrences during landing without thrust reverser. It is noteworthy (see figure A-13)
that while the longitudinal load factor activity during landing without thrust reversers is less than
for operation with thrust reversers, the opposite is true for the vertical load factors. Figure A-19
presents the cumulative probability of the minimum and maximum incremental vertical load
factors associated with touchdown and ground spoiler deployment. Figure A-20 shows the
coincident incremental vertical load factor and gross weight at touchdown for all flights.

5.2.4 Airspeed Data.

Figures A-21 and A-22 show the cumulative probabilities of airspeed at liftoff and touchdown
rotation respectively. The liftoff speeds are approximately 20 knots higher than the touchdown
speeds.
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5.2.5 Flare Data.

Figure A-23 preents the cumulative probalbyliof airspeed at flare. Since the actual instant of
flare is difficult to determine withrgy great accur@y, the start of flare was assumed towcd
seconds prior to main gear squat switch closure.

5.2.6 Pitch/Rotation Data.

The cumulative probabtlf of maximum pitch agle at takeoff and landgis presented in fgure

A-24. Hgure A-25 presents the cumulatip@bability of maximum takeoff pitch rat at takeoff
rotation and at nose gear touchdown. For liftoff the pitch rate is for nose up rotation while for
the nose gear touchdown condition the pitch rate is foos®e down rtation. Hgure A-26
presents the cumulative probatyiliof pitch angle that occurs at touchdowpeak vertical load
factor.

5.3 FUGHT LOADS DATA.

The flight loads data include the statisticaltalathat describe thegust and maneuver
environment. The gust environment is presented in ¢hm ©f cumulative occurrences of
derived gust veloty, continuous gust intertgi and vertical load factor. The derved gust
velocity and continuous gust intetysare computed vaés as decribed in section 4.3. Since the
1950’s, it has been common practice to presegtitfloads datas cumulative occurrenceBata

that werepreviousgy recorded on the B-737 are oefed in references 4 and 5 as cumulative
occurrences per 1000 lms. To compare to data from different references, the normal
acceleration da are plotted two ays, as cumulative occrences per 1000 hours and as
cumulative occurrences per nautical mile.

5.3.1 Gust.oads Data.

The gustdata are presented in therm of derved gust velody, Ug, and continuous gust
intensitiesU,. The magnitudes of the derived gust velocities aaa@dhtinuous gust intensities
werederived from the meased gust accelerations in accanda with the pocedures praented
in paragraphs 4.3.4 and 4.3.5. W A-27 preents the cumulative occurrenacafsincremental
vertical gust load factor per 1000 hours. Thta are presentdsy phase of fight. Fgure A-28
shows cumulative occumees of incrementabertical gust load factorof the total combined
airborne fpases per 1000 hoursigkre A-29presents tb cumulative ocarrences of ncremeial
vertical gust load factor per nautical miby phase of flight, and fgure A-30 showshe
cumulative occurrences of incremental vertigast load factor for the total combined airborne
phases per nautical milén figures A-31 throgh A-37 the derivedjust velociy, Uge, is plotted
as cumulative counts peautical mile for altitudes from seavid to 39,500 feet. Thedures
also present the repeated gust velocities from reference 6gu$teelociy data fran reference
6 are frequehy used in establishing structural design critertaciammercial aircraft. Acan be
seen, the gust veldgidatapresented in this rept exceeds thelata from referece 6 at altitudes
below 4500 feet. At higher altitudes the data from reference Gri@scmore seere han that
obtained from the measurements presented in this report. Figures A-38 anprés&8t the
derived gust veloty, Uge, as cumulative counts petautical mile with flaps xtended and
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retracted respectively. Figures A-40 and A-41 present the cumulative occurrences of continuous
gust intensity per nautical mile for flaps extended and flaps retracted conditions respectively.

5.3.2 Maneuver Loads Data.

The technique used to identify maneuvers assumes that maneuvers are associated primarily with
turning conditions and that the impact of pitch maneuvers is insignificant and can be ignored. As
a result, maneuvers resulting from push down or pull up maneuvers are ignored and only positive
maneuver load factors resulting from banked turns are identified.

Figures A-42 through A-46 present the cumulative occurrences of maneuver load factor per 1000
hours by altitude for each of the airborne flight phases, i.e., departure, climb, cruise, descent, and
approach. Figures A-47 through A-51 show the cumulative occurrences of maneuver load factor
by altitude per nautical mile in the airborne phases of flight. Figure A-52 presents the total
cumulative occurrences of incremental maneuver load factor per 1000 hours for each phase of
flight, regardless of altitude. Figure A-53 shows the total cumulative occurrences of incremental
maneuver load factor per 1000 hours for all flight phases combined. Figure A-54 shows the total
cumulative occurrences of incremental maneuver load factor per nautical mile for each phase of
flight regardless of altitude. Figure A-55 presents the total cumulative occurrences of
incremental maneuver load factor per nautical mile for all flight phases combined.

5.3.3 Combined Maneuver and Gust Loads Data.

For the data presented in this section, the maneuver and gust load factors were not separated, but
the total load factor occurrences regardless of the cause were used in the derivation of the
figures. Figure A-56 shows the cumulative occurrences of total combined maneuver and gust
normal load factor per 1000 hours by phases of flight, and figure A-57 shows the occurrences for
all phases combined. Figures A-58 and A-59 show the data of figures A-56 and A-57 as
occurrences per nautical mile. Figure A-60 presents the cumulative occurrences per 1000 hours
of the lateral load factors measured during the flights. Assuming that normal banked turns are
flown as coordinated maneuvers, the lateral load factors are the result of lateral turbulence
inputs.

Federal Aviation Regulation (FAR) 25.333 requires that airplane structural operating limitations
be established at each combination of airspeed and load factor on and within the boundaries of
maneuvering and gust load envelopes (V-n diagrams). For purposes of displaying the coincident
maneuver or gust accelerations, four representative V-n diagrams were developed from the FAR
requirements.

The required limit load factors for maneuvers are specified in FAR 25.337. The positive limit
maneuvering load facton) may not be less than 2.5, and the negative limit maneuvering load
factor may not be less than -1.0 at speeds Mz tovarying linearly with speeds to zero\&.

FAR 25.345 specifies that the positive limit maneuver load factor is 2.0 g when the flaps are
extended. The stall curve on the left side of the envelopes is determined by the maximum lift
coefficient. The curve was estimated by using the 1 g stall speed to estimate
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The required limit load factors f@usts result from gust velocities as specified in FAR 25.341.
The FAR specifies positive (up) andgaéive (down) airgust desin requirements for three
different aircraft degn speeds: maximurgust intendly (Vg), cruishg speed \c), and dive
speedYp). Betweersea level and 20,000 feet, the gust requirement is constarnyinggineaty

to the value given for 50,000 feet. FAR 25.345 sets a reqgeieof positive, negative, and
head-on dr 25 fps gusts when flaps aretended. These gudesign requirments are sbwn in
table 9.

TABLE 9. FAR REQUREMENTS FOR DRIVED DISCRETE GUST VEOCITIES

Gust Velocty
Aircraft 0-20,000 Feet 50,000 Feet
Design Speed Altitude Altitude
Vg 66 fps 38 fps
Ve 50 fps 25 fps
Vb 25 fps 12.5 fps
Flaps Etended 25 fps O

Sufficient data to geerate V-n diagrams for all weight and altitude conditions were not
available. Therefore, sea level data were used to develop the representgtarasjiand all of
the reorded maeuvers and gusts were plotted onsthe A weight of 115,000bs, the most
frequent average lan@j weight, was usedof the calculations required in develogithese
diagrams.

Figures A-61 throgh A-64 show he V-n diagrams for mmeeuver and dr gust with flaps
retracted and>@ended. Coincident acceleration apged measurements are also plotted on the
V-n diagrams. As can bg&en in fgure A-64, a large numbeif gust accelerations occurred
outside thegust Vn diagram for the flaps extended case. This is consistent with the data of
figures A-31 to A-33, which indi¢a larger and more frequiegust velocities at altitudes below
4500 feet.

5.4 MISCELLANEOUS OPERATONAL DATA.

The miscellaneous operational tdaincludes statistical uga information for faps, speed
brake/spoilers, thrust reversers, and lagdgear @erations. Althagh aileron and rudder
deflection information was available, it was not preedsbecause it wadeemed that the slow
samplirg rates prevented the reduction of reliable statisticalgeiseformation for these
components.

5.4.1 Flap Usage Da

Flap usage statistics of value in theidasd flap structure, backup skcture and other lap
components were raded from the measured data.iglire A-65 presents the cumulative
probabilty of maximum airspeedrmcountered in various flagetents dung the dearture fhase
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of the flights. Detents 30 and 40 are not shown lsecady a singe ocarrence was identified
during all the flights. The flap detents are defined in table Wgufe A-66 presents similar data
for the approach phase of thefits. Fgures A-67 and A-68 psent the percent of time spent in
various flap detents during tlideparture and approach gha of fight, respectivig. As shown
in figure A-67, fap detent 13 was the detent used in almost all casexydigarture From
figure A-68 it appears that melittle time is spent in detent 25 dugithe approach phase of the
flight. Fgures A-69 and A-70 show the cumulative probapilif maximum gnamic pressure
encountered while in different flajetents for theleparture and appach phaes repectivdy.

5.4.2 Speed Brake/Spoiler Usagdda

Information on speed brake operations dyflight was determined to be of prinyanterest to

various users of thdata. Thereaire, statistics on spedatake sage as a function ofpsed,

altitude, and deflectionngle were derived from the measured data. bBocounted as a
depbymentcycle the peed brake had tdeflect more than 7 degrees for a period eEGonds.

Data on spoiler operations acang during the landng roll are aailable but were not reded

into statistical format. Fige A-71 presents the cumulative occurrences maximum speed
encountered while the speed kea were deplyed, while fgure A-72 shows #cumulative

occurrences of speed at the moment of speekiebdepbyment. Fkgure A-73 preents the

cumulative occurrences of altitude at the moment of speed brakeychepit. FHgure A-74

presents the cumulative probatyilof maximum deplgment agle reached durmthe time that
the speed brakes wedeployed for he flaps retracted corguration. No speedbrake cycles

were counted forhe conditions of flaps defléed in various detents.

5.4.3 Thrust Reverser Data.

Cumulative probabilities of duration and speed associated with thrust reverser operations were
derived from thaneasured data. ifure A-75 presents the cumulative probaypibf total time
that thrust reversers are deygd.

5.4.4 Landing Gear Eension and Retraction Data.

Landing gear peratng statistics were deiced from the meased ddéa. The inbrmation can be
used to support design, evaluation, and momdpaf the landig gear and associatettugture.
Figure A-76 shows the cumulative probatyilof total time with the landipgear extended after
liftoff. Figure A-77 shows the cumulative probatyilof time with the landig gear extended
prior to touchdown. As isxpected, the time with geaxtended dung apppach is consideraip
longer han the time after liftoff uen the pilot retracts the gear within seconds after liftoff.
Figure A-78 preents the cumulative probalbyliof the maximum airspeed dugrhe time that
the gear isx@ended ér both the departure and apach phaes of fight.

6. CONCLUSIONS.

Incorporation of the additional data formats in this report adds condieleraloe to the FAA
Airborne Data MonitoringSsystems Research &®ram. Thedata provides ug useful statistical
information to the aircraft manufacturers, airlines, and the FAA.
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The data in this report is based on 7120 hours. For military aircraft a rule of thumb has been that
a minimum of recorded flight hours equal to one design life is necessary to provide a reliable
database. However, military aircraft generally fly a variety of different mission profiles. In
contrast, the commercial aircraft is used in a fairly well defined mission, except for duration.
Thus recorded flight hours equal to one design life may not be necessary. What this number
should be is not quite clear at this time. At the same time the number of hours on which the data
in reference 3 was based was found to be insufficient to provide meaningful results. It would
seem prudent to continue the data gathering for some time until a stable database is obtained.

The data in figure A-66 shows that the measured gust load factors for the flaps extended
configuration often occur outside the design V-n diagram. ldentical data in reference 3, based on
fewer flight hours, do not show such occurrences. However, data in reference 7 based on
considerably more flights show similar exceedances of the V-n diagram. Again, this points to
the need for data based on an adequate number of flight hours and the danger of drawing
conclusions based on limited data samples. Furthermore, the data suggests that the present gust
design requirements for the flaps extended configuration may need to be reviewed for adequacy.
An assessment of the appropriateness of the continued Uggwvaflues specified in FAR 25.345

for high lift devices appears to be justified. Derived gust velodiy, values obtained from this

effort show deviation from the data presented in reference 6. In general, for altitudes below 1500
feet the MD-82/83 data show higher levels of occurrences for the upward gusts and fewer for the
downward gusts than presented in reference 6. For altitudes from 1500-4500 feet the new data is
slightly higher than that of reference 6 for both downward and upward gusts. For the altitudes
above 4500 feet the MD-82/83 occurrences are below those predicted by reference 6. In as much
as reference 6 represented a rather preliminary effort to define atmospheric turbulence in power
spectral format, the MD-82/83 data should also be compared to other study results to provide a
more complete assessment of the MD-82/83 data and its influence on future design requirements.

Furthermore, calculation of turbulence field parameters, P and b values based on the MD-82/83
data, is considered desirable and should be included in future data reduction efforts. The
resulting values should be compared with turbulence field parameters specified in reference 6
and appendix G to Part 25 of the FAR.

The technique used in this report to separate gust and maneuver accelerations results in positive
maneuver occurrences only. The most common method previously used to separate maneuver
and gust accelerations has been the so-called 2 second rule. From reviews of measured data and
studies of aircraft response to elevator motion, it was determined that for larger aircraft
essentially all of the maneuver load factor peaks can be expected to be counted if a time between
zero crossings greater than 2 seconds is used. Load factor peaks with zero crossings less than 2
seconds will mostly all be gusts. This approach resulted in the identification of both positive and
negative maneuver occurrences. A cursory review of the acceleration data shows that pitching
maneuvers resulting in both positive and negative accelerations do occur with some frequency
and magnitude in the climb phase. Unfortunately these occurrences are counted as gusts. A
study to evaluate the impact of different maneuver and gust separation criteria is very important
and should be done before much is made of the differences in the gust frequencies noted and
before turbulence field parameters are derived.
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Statistical information on flight control surface adiiis a valuable input to the dem
requirements dr these surfaces and their associated componenight Ftontrol surface
deflections are recded at two samples per second (2 sps)Gan eady be rediced to provide
the desired infanation. Unfortunatky, there are doubts about the adexyuaf thesampling rates
to provide reliable results. For this reason thghtl control surfacaleflection data were not
processed. A stly to determine the samp{j raes as a function of control surface léefion
rate necess@ to provide accdpble statistical surfacaleflection infomation would be
invaluable.
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Takeoff Gross Weight (1000 Lb)

3665
Flights 80-90 | 90-100 | 100-110 | 110-120 | 120-130 | 130-140 | 140-150 | 150-160 | Total

0-250 0.027 | 0.055 1.664 5.703 6.739 3.383 0.327 0.027 | 17.926

250-500 1.637 5.402 5.211 3.520 15.771
£
£
o 500-750 0.573 7.367 10.450 7.885 0.409 26.685
c
g
-‘DQ 750-1000 0.300 3.138 8.513 13.888 4.447 30.286
=
2
o 1000-1250 | 0.027 0.027 0.273 0.628 0.546 0.655 2.156
1250-1500 0.055 0.218 1.173 2.074 3.274 0.382 7.176

Total 0.055 | 0.055 4.256 22.101 | 32.715 | 31.296 9.113 0.409 100

FIGURE A-5. CORRELATION OF TAKEOFF GROSS WEIGHT AND FLIGHT DISTANCE,
PERCENT OF FLIGHTS

Gross Weight at Liftoff (1000 Lb)

ﬁﬁgﬁts 80-90 | 90-100 | 100-110 | 110-120 | 120-130 | 130-140 | 140-150 | 150-160 | Total
7080 | 0.055 0.055
= 80-90 0.191 0.191
-
o
g 90-100 0.055 1.937 0.764 2.756
)
c
S 100-110 2128 | 16835 | 5921 0.164 25.048
o
©
=
S 110-120 4502 | 22183 | o9.850 0.437 36.971
(o]
'_
5 120-130 4611 | 19318 | 8349 0355 | 32.633
-
=
2
> 130-140 1.965 0.055 2.019
[}
4 140-150 0.273 0.027 0.300
(O]
150-160 0027 | 0.027
Total | 0.055 | 0055 | 4256 | 22101 | 32715 | 31206 | 9.113 0.409 100

FIGURE A-6. CORRELATION OF GROSS WEIGHT AT LIFTOFF AND TOUCHDOWN,
PERCENT OF FLIGHTS



Maximum Altitude (1000 Feet)

3987
Flights 0-5 | 510 | 10-15 | 15-20 | 20-25 | 25-30 | 30-35 | 35-40 | 40-45 | Total
0-250 | 0.125 | 0.025 | 0.075 | 0.903 | 1.630 | 5.542 | 10.782 | 5.316 | 0.100 | 24.498
250-500 0.025 | 0.025 | 0.903 | 7.046 | 6.244 | 0.276 | 14.519

£

S 500-750 0.176 | 1.254 | 12.187 | 10.757 | 0.176 | 24.549

(0]

[&]

c

b

% 750-1000 0.050 | 1.028 | 17.528 | 9.027 | 0.226 | 27.859

a

=

2

L | 12000-1250 0.050 | 0.075 | 1.053 | 0.777 | 0.025 | 1.981
1250-1500 0.100 | 4.388 | 2.081 | 0.025 | 6.595
Total | 0.125| 0.025 | 0.075 | 0.928 | 1.931 | 8.902 | 52.984 | 34.203 | 0.827 | 100

FIGURE A-7. CORRELATION OF MAXIMUM ALTITUDE AND FLIGHT DISTANCE,
PERCENT OF FLIGHTS

Total Flight Distance (nm)

ﬁﬁg;ts 0-250 | 250-500| 500-750| 750-1000| 1000-1250| 1250-1500| 1500-1750
29500-39500| 8.35 | 43.93 62.99 70.36 70.65 78.70 83.39
19500-29500| 37.81| 27.24 18.58 15.96 17.88 12.59 7.25
:gj? 9500-19500 | 32.48| 17.08 10.85 8.16 6.83 5.13 5.56
L
?'%/ 4500-9500 | 12.03| 6.49 4.22 3.05 2.59 1.89 2.16
m
3 1500-4500 | 7.37 3.90 2.45 1.85 1.53 1.25 1.22
35
% 500-1500 1.40 0.88 0.60 0.43 0.37 0.32 0.29
0-500 0.55 0.47 0.32 0.19 0.16 0.12 0.14
Total 100 100 100 100 100 100 100

FIGURE A-8. PERCENT OF TOTAL DISTANCE IN ALTITUDE BANDS
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FIGURE A-31. CUMULATIVE OCCURRENCES OF DERIVED GUST VELOCITY PER NAUTICAL MILE, <500 FEET
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FIGURE A-33. CUMULATIVE OCCURRENCES OF DERIVED GUST VELOCITY PER NAUTICAL MILE, 1,500-4,500 FEET
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FIGURE A-34. CUMULATIVE OCCURRENCES OF DERIVED GUST VELOCITY PER NAUTICAL MILE, 4,500-9,500 FEET
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FIGURE A-35. CUMULATIVE OCCURRENCES OF DERIVED GUST VELOCITY PER NAUTICAL MILE, 9,500-19,500 FEET
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FIGURE A-42. CUMULATIVE OCCURRENCES OF
INCREMENTAL MANEUVER LOAD FACTOR PER 1000
HOURS DURING DEPARTURE BY ALTITUDE
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FIGURE A-43. CUMULATIVE OCCURRENCES OF
INCREMENTAL MANEUVER LOAD FACTOR PER 1000
HOURS DURING CLIMB BY ALTITUDE
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FIGURE A-44. CUMULATIVE OCCURRENCES OF
INCREMENTAL MANEUVER LOAD FACTOR PER 1000
HOURS DURING CRUISE BY ALTITUDE
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FIGURE A-46. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER 1000 HOURS DURING
APPROACH BY ALTITUDE
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FIGURE A-47. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
DURING DEPARTURE BY ALTITUDE
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FIGURE A-48. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
DURING CLIMB BY ALTITUDE
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FIGURE A-49. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
DURING CRUISE BY ALTITUDE
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FIGURE A-50. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
DURING DESCENT BY ALTITUDE
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FIGURE A-51. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
DURING APPROACH BY ALTITUDE



oe-v

Cumulative Occurrences per 1000 Hight Hours

105\\\\\\\\\\\\\\\‘\\\\‘\\\\‘\\\\‘\\\\
—<— Departure, 50.5 Hr
—F+— Climb, 1226.2 Hr
—<— Cruise, 4481.4 Hr
X —A— Descent, 998.9 Hr
10* \\ —— Approach, 362.8 Hr |
N\ \‘
RN\ \
5 \
\

W
AN A\
\\ \§\\\\
\ \ M
IMN
L N
AN\
) \\\\
NN\
AN

10- L e O B I B
0 005 01 015 02 025 03 035 04

Incremental Load Factor, AnZ (9)

FIGURE A-52. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER 1000 HOURS
BY FLIGHT PHASE
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FIGURE A-53. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER 1000 HOURS,
COMBINED FLIGHT PHASES
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FIGURE A-54. CUMULATIVE OCCURRENCES OF
MANEUVER LOAD FACTOR PER NAUTICAL MILE
BY FLIGHT PHASE
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FIGURE A-58. CUMULATIVE OCCURRENCES OF
VERTICAL LOAD FACTOR PER NAUTICAL MILE
BY FLIGHT PHASE
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FIGURE A-59. CUMULATIVE OCCURRENCES OF
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FIGURE A-60. CUMULATIVE OCCURRENCES OF LATERAL LOAD FACTOR PER 1000
HOURS, COMBINED FLIGHT PHASES
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FIGURE A-61. COINCIDENT MANEUVER LOAD FACTOR AND SPEED VERSUS V-n
DIAGRAM FOR FLAPS RETRACTED
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FIGURE A-62. COINCIDENT MANEUVER LOAD FACTOR AND SPEED VERSUS V-n
DIAGRAM FOR FLAPS EXTENDED
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FIGURE A-63. COINCIDENT GUST LOAD FACTOR AND SPEED VERSUS V-n
DIAGRAM FOR FLAPS RETRACTED
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FIGURE A-64. COINCIDENT GUST LOAD FACTOR AND SPEED VERSUS V-n
DIAGRAM FOR FLAPS EXTENDED
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FIGURE A-65. CUMULATIVE PROBABILITY OF MAXIMUM AIRSPEED IN FLAP
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FIGURE A-66. CUMULATIVE PROBABILITY OF MAXIMUM AIRSPEED IN FLAP
DETENT DURING APPROACH
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FIGURE A-68. PERCENT OF TIME IN FLAP DETENT DURING APPROACH
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FIGURE A-69. CUMULATIVE PROBABILITY OF MAXIMUM DYNAMIC PRESSURE IN

Cumulative Probability
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FIGURE A-70. CUMULATIVE PROBABILITY OF MAXIMUM DYNAMIC PRESSURE IN
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APPENDIX B GREAT CIRCLE DISTANCE CALCULATION

North Pole
¢
[ 0
= )
Given:

Latitude and Longitude p = distance from center
of Departure and ¢ = angle from North Pole
Destination Airports 0 = angle E/W of prime meridian

Procedure:  (see sketch)

The standard mathematical system for spherical coordinates is shown, where three variables
specify location:p, ¢, and®.

Let a= Great Circle Distance in angular measure.

Latitude is measured away from the Equator (0°) to the North Pole (+90°) and the South Pole
(-90°); whereas in the standard spherical coordinate system, the North Pole, Equator, and South
Pole lie at 0°, 90°, and 180°, respectively. Therefore,

¢ = 90° - latitude

transforms latitude readings into equivalent angls i the standard spherical coordinate
system.

Then

c = 90° - Latitudges

whereb andc are values of for the departure and destination locations, respectively.
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Longitudeis measured away from the prime meridian (0°). Longitudes to the east are positive
and to the west negative. However, the standard spherical coordinate system measures its angles
in the opposite direction. Therefore,

0 = - longitude
transforms longitude readings into equivalent ang®s(the standard spherical coordinate
system.
Then

A (- Longitudeyey) - (- Longitudeep)

Longitudeyep - Longitudeyes

whereA is the value 06 between the departure and destination locations.

The following equation, based on the spherical coordinate system, allows the computation of the
Great Circle Distance. (Law of cosines for oblique spherical triangles)

cosa = cosb cosc + sinb sinc cosA
Substituting forb, ¢, andA from the above equalities,
cosa = cos (90° - Lafep) cos (90° - Laes
+ sin (90° - Lagep) Sin (90° - Lagey COS (LOMep - LONpey

Since

cos (90° - Ladep) = sin Labep
cos (90° - Laged = Sin Labes
sin (90° - Lagep) = cOS Lapep
sin (90° - Laped = COS Lages

by replacement one obtains
cosa = sin (Labep) Sin (Labed + cos (Lapey) COS (Labed COS (LOMes- LONpep)

Thus a, the angular measure of the great circle arc connecting the departure and destination
locations, is obtained as

a=cos' [sin (Labep) Sin (Labed + cOS (Lapey) COS (Labed COS (LOMes- LONpey)]
So, fora expressed in radians

GCD = aradiang
Ot radians]] 1deg. DEJl mlnD

[1180deg.J160 mmDD 1nm D é{iOSOQ&Qnm

and fora expressed in degrees,

00 O
GCD= adegreef;%ﬁomIn DDlnm 0=60anm
0 1deg. OO minO
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